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LED HighBay Light((NS-GK03122 80-200W))

Customer Name：

Supplier Name：SuZhou Jolighting co.,ltd

Product Name：

Effective Date：

 

Supplier Customer confirmation

prepared OK □

NG □

audit audit

approval approval

Both parties shall sign and seal the specification for approval after
confirming it qualified.
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1.Specification

2.Product Photos

Constant 
Illumination

Sensor

Remote 
Controler

Accessories are as follows:

Lens Diffuser
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3.Product Basic Diagram

4.Microwave Controler Function

310 .0mm
[12.2 inch]

338 .0mm
[13.3 inch]

157 .0mm
[6.18 inch]

164 .0mm
[6.45 inch]

265 .0mm
[10.4 inch]

154 .0mm
[6.06 inch]
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5.Scene Description

 Basic Mode
Switch position

On

Off

Application 1
Lighting status

On lights

Off lights

100% 100%

Switch on the lighting

Switch off the lighting
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Setting Value Status
Over the Setting Value

Under the Setting Value
Switch off
Switch on

Application 2    

Photocontrol 
value

Setting Valuesdepend
on application inquire

Photocontrol Mode

Application area lights illuminance Over the setting value,The lighting will switch off  

0%

200LUX100LUX50LUX 300LUX 400LUX 500LUX 600LUX 700LUX 800LUX

Application area lights illuminance under the setting value,The lighting will switch on

200LUX100LUX50LUX 300LUX 400LUX 500LUX 600LUX 700LUX 800LUX

100%
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The Microwave can not detect the area of moving objects,the lighting switch off

 Application 3 

Microwave Reaction Mode
Reaction Area

Reaction Area value can be setting

0% 0%

The Microwave can detect the area of moving objects,the lighting switch on

100%

Reaction Area Reaction Area
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Over Setting Value
Under Setting Value

switch off
switch on

设定值 status
10%-100%

Adjusted by 
controler

Photocell
 control 
Value

 Application 4

Photocontrol
+Reaction Mode

Reaction Area(lux)
Setting photocell value 

and reaction area  depend
on application inquire

0%

200LUX100LUX50LUX 300LUX 400LUX 500LUX 600LUX 700LUX 800LUX

Application area lights illuminance over the setting value,There is moving objects,The lighting switch off;
Application area lights illuminance under the setting value,There is not moving objects,The lighting switch off; 

Application area lights illuminance under the setting value,There is moving objects,The lighting switch on;
Application area lights illuminance over the setting value,There is not moving objects,The lighting switch off;

0%0%

200LUX100LUX50LUX 300LUX 400LUX 500LUX 600LUX 700LUX 800LUX

100%
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Switch offConstant 
illumination Adjust brightness proportion automatic

 follow as nature lights changing

Application 5 

Constant illumination
Mode

Setting Value

10%-100% Adjusted 
by controler

Status

No matter there is moving objects or not,The lighting will reaction nature lights changing first;If the application area  lights
illuminance over the setting value,The lighting will switch off

0%

200LUX100LUX50LUX 300LUX 400LUX 500LUX 600LUX 700LUX 800LUX

0%

No matter there is moving objects or not,The lighting will reaction nature lights changing first;If the application area  lights 
illuminance under the setting value,The lighting will adjust brightness proportion automatic

100% 50% 20%80%

200LUX100LUX50LUX20LUX

Over Setting Value

Under Setting Value
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Application 6
Reaction Area(lux)Constant illumination

+Microwave Reaction
 Mode         

 10%-100%
 Adjusted

 by controler
25%-100% Adjusted 

by controler
Over Setting Value

Under Setting Value

switch off Constant
illumination

Setting Value Status

No matter there is moving objects or not,The lighting will reaction nature lights changing first;If the application area  lights 
illuminance over the setting value,The lighting will switch off

0%

200LUX100LUX50LUX 300LUX 400LUX 500LUX 600LUX 700LUX 800LUX

0%

200LUX100LUX50LUX 300LUX 400LUX 500LUX 600LUX 700LUX 800LUX

The application area  lights illuminance under the setting value,The lighting will adjusted brightness automatic when the
moving objects is moving

100% 80%

adjust brightness proportion automatic follow as 
nature lights changing and moving objects satus
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6.Packaging

282mm

13
2m
m

28
2m
m

327mm

13
7m
m

32
7m
m

357mm

14
2m
m

35
7m
m

NS-GK03122-80W

282mm

13
2m
m

28
2m
m

NS-GK03122-100W

NS-GK03122-150W NS-GK03122-200W

NS-GK03122-80W NS-GK03122-100W NS-GK03122-150W NS-GK03122-200W

Container 
Loading

Product Code

Packing size 
& Weight

280*280*135mm
1PCS/2.2KG

280*280*135mm
1PCS/2.2KG

325*325*140mm
1PCS/3.52KG

353*353*145mm
1PCS/3.95KG

40HC 6232PCS 40HC 6232PCS 40HC 4788PCS 40HC 3564PCS


